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/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

/)$ ��� .���

6.12.040

6.12.044

6.12.060

6.12.080

6.12.110

6.13.040

6.13.042

6.13.060

6.13.080

82.5

83.8

88.9

114.3

190.5

82.5

83.8

88.9

114.3

44.5

44.5

44.5

44.5

44.5

44.5

44.5

44.5

44.5

16

16

16

16

16

15.2

15.2

15.2

15.2

2100

2100

2100

2100

2100

2100

2100

2100

2100

4

4

4

4

4

4.8

4.8

4.8

4.8

41.4

41.4

41.4

41.4

41.4

41.4

41.4

41.4

41.4

400

400

400

400

400

400

400

400

400

0.89

0.90

0.91

1.04

1.40

0.93

0.97

1.05

1.10

thermoplastic sideflexing chains
880 / 879 BEVEL SERIES

LFA 880 - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

GC st.  
�mm�

R  
�mm�

h  
�mm�

L 
�mm�

S  
�mm�

Work. Load  
Max N ����&�

GC sid.  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant or with pins in thermoplastic resin�

LFA 879 - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

TOP PLATE 
7+,&.1(SS �,�mm

R  
�mm�

h  
�mm�

L 
�mm�

S  
�mm�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant or with pins in thermoplastic resin�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.220p.182
p.212

p.229
p.232

p.220 p.229
p.232

p.182
p.212
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' ��� 7$% .���

' ��� 7$% .���

' ��� 7$% .���

' ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

6.02.041

6.02.061

6.02.081

6.02.111

6.12.021

6.12.041

6.12.042

6.12.043

6.12.061

6.12.081

6.12.101

6.12.111

82.5

88.9

114.3

190.5

63.5

82.5

83.8

87.0

88.9

114.3

152.4

190.5

46

46

46

46

46

46

46

46

46

46

46

46

400

400

400

400

400

400

400

400

400

400

400

400

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

16

16

16

16

16

16

16

16

16

16

16

16

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

0.94

1.01

1.08

1.48

0.80

0.94

0.96

0.99

1.01

1.08

1.28

1.48

thermoplastic sideflexing chains
880 TAB SERIES

D 880 TAB - ACETAL RESIN
� 3lates in self-lubricating acetal resin, gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- The above-mentioned chains can also be produced in acetal resin, white-coloured.
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

LFA 880 TAB - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.218 p.228
p.232

p.182
p.212

p.218 p.228
p.232

p.182
p.212
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S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

$. ��� 7$% .���

6.22.021

6.22.041

6.22.043

6.22.061

6.22.081

6.22.101

6.22.111

6.82.021

6.82.041

6.82.043

6.82.061

6.82.081

6.82.101

6.82.111

63.5

82.5

87.0

88.9

114.3

152.4

190.5

63.5

82.5

87.0

88.9

114.3

152.4

190.5

46

46

46

46

46

46

46

46

46

46

46

46

46

46

400

400

400

400

400

400

400

400

400

400

400

400

400

400

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

16

16

16

16

16

16

16

16

16

16

16

16

16

16

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

0.80

0.94

0.99

1.01

1.08

1.28

1.48

0.80

0.94

0.99

1.01

1.08

1.28

1.48

$S ��� 7$% .���

$S ��� 7$% .���

$S ��� 7$% .���

$S ��� 7$% .���

:5; ��� 7$% .���

:5; ��� 7$% .���

:5; ��� 7$% .���

:5; ��� 7$% .���

6.32.041

6.32.061

6.32.081

6.32.111

6.52.041

6.52.061

6.52.081

6.52.111

82.5

88.9

114.3

190.5

82.5

88.9

114.3

190.5

46

46

46

46

46

46

46

46

400

400

400

400

400

400

400

400

2100

2100

2100

2100

2100

2100

2100

2100

16

16

16

16

16

16

16

16

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

0.74

1.81

1.88

1.28

0.94

1.01

1.08

1.48

SP 880 TAB - SUPER PERFORMANCE ACETAL RESIN
� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load 
Max  1 ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

$. ��� 7$% - +,*+ :($5 5(S,S7$17 $&(7$/ 5(S,1
� 3lates in a ver\ special acetal resin with aramidic fibers, dark gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

AS 880 TAB - ANTISTATIC ACETAL RESIN
� 3lates in antistatic conductive acetal resin, black-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

WRX 880 TAB - WEAR RESISTANT POLYAMIDE COMPOSITE
� 3lates in thermoplastic wear resistant pol\amide composite, black-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�
- 7he above-mentioned chains can also be produced in special acetal resin, with aramidic fibers \ellow-coloured� �)25 $. ��� 7$%�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.218 p.228
p.232

p.182
p.212

p.218 p.228
p.232

p.182
p.212

p.218 p.228
p.232

p.182
p.212

p.218 p.228
p.232

p.182
p.212

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m
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33% ��� 7$% .���

33% ��� 7$% .���

33% ��� 7$% .���

33% ��� 7$% .���

3%7 ��� 7$% .���

3%7 ��� 7$% .���

3%7 ��� 7$% .���

3%7 ��� 7$% .���

6.42.041

6.42.061

6.42.081

6.42.111

6.72.041

6.72.061

6.72.081

6.72.111

82.5

88.9

114.3

190.5

82.5

88.9

114.3

190.5

46

46

46

46

46

46

46

46

400

400

400

400

400

400

400

400

1900

1900

1900

1900

2100

2100

2100

2100

16

16

16

16

16

16

16

16

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

11.5

11.5

11.5

11.5

11.5

11.5

11.5

11.5

0.74

0.81

0.88

1.28

0.94

1.01

1.08

1.48

PPB 880 TAB - CHEMICAL RESIST. REINFORCED POLYPROPYLENE
� 3lates in chemical resistant reinforced pol\prop\lene, white-coloured� 
� 3ins in chrome-nickel austenitic stainless steel ���� &hrome ² �� 1ickel�, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel ��� series, work hardened, highl\ wear resistant, or with pins in reinforced pol\prop\lene� 
- PPB chains dimensions are larger than those indicated in the drawing. To know dimensions refer to our Technical Department.

PBT 880 TAB - EXTRA PERFORMANCE POLYESTER RESIN
� 3lates in low friction pol\ester resin, green-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance� 

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin� 
- 7he above-mentioned chains can also be produced in extra performance pol\ester resin, white-coloured�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.218 p.228
p.232

p.182
p.212

p.228
p.232

p.182
p.212

p.218
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/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .���

6.13.041

6.13.242

6.13.061

6.13.081

6.23.041

6.23.242

6.23.061

6.23.081

82.5

83.8

88.9

114.3

82.5

83.8

88.9

114.3

46

46

46

46

46

46

46

46

400

400

400

400

400

400

400

400

2100

2100

2100

2100

2100

2100

2100

2100

15.2

15.2

15.2

15.2

15.2

15.2

15.2

15.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

44.2

11

11

11

11

11

11

11

11

0.98

1.02

1.10

1.14

0.98

1.02

1.10

1.14

4,8

4,8

thermoplastic sideflexing chains
879 TAB SERIES

LFA 879 TAB - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

TOP PLATE 
7+,&.1(SS �,�mm

TOP PLATE 
7+,&.1(SS �,�mm

� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

SP 879 TAB - SUPER PERFORMANCE ACETAL RESIN

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

G  
�mm�

R  
�mm�

L 
�mm�

h  
�mm�

Weight
kg/m

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.228
p.232

p.228
p.232

p.182
p.212

p.182
p.212

p.218

p.218
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L

 Rd min.= 40

20

7,1
4

38,1

7,5
5

GC

S

42
,9

61
,1

11,5

R

L

 Rd min.= 40

20

7,1
4

38,1

7,5
5

GC

S

42
,9

61
,1

11,5

R

/)$ ��� %2 .���

/)$ ��� %2 .���

/)$ ��� %2 .���

/)$ ��� %2 .���

/)$ ��� %2 .���

6.19.020

6.19.040

6.19.080

6.17.040

6.17.080

63.5

82.5

114.3

82.5

114.3

46

46

46

46

46

44.2

44.2

44.2

44.2

44.2

190

190

190

190

190

1680

1680

1680

2100

2100

4

4

4

4.8

4.8

0.88

0.96

1.04

1.08

1.23

thermoplastic sideflexing chains
880 BO / 879 BO SERIES - REDUCED SIDEFLEXING RADIUS R190

LFA 880 BO - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

TOP PLATE 
7+,&.1(SS �,�mmLFA 879 BO - LOW FRICTION ACETAL RESIN

� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.228
p.232

p.182
p.208
p.212

p.218

p.228
p.232

p.182
p.208
p.212

p.218
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/)$ ��� %2 .���

/)$ ��� %2 .���

S3 ��� %2 .���

S3 ��� %2 .���

6.17.041

6.17.081

6.27.041

6.27.081

82.5

114.3

82.5

114.3

46

46

46

46

44.2

44.2

44.2

44.2

190

190

190

190

2100

2100

2100

2100

4.8

4.8

4.8

4.8

1.08

1.20

1.08

1.20

     S

     S

thermoplastic sideflexing chains
878 BO SERIES - REDUCED SIDEFLEXING RADIUS R190

LFA 878 BO - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

TOP PLATE 
7+,&.1(SS �,�mm

Work. Load 
Max  1 ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

SP 878 BO - SUPER PERFORMANCE ACETAL RESIN
� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

TOP PLATE 
7+,&.1(SS �,�mm

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.228
p.232

p.182
p.208
p.212

p.218

p.228
p.232

p.182
p.208
p.212

p.218
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/)$ ��� 0 .��� ��

/)$ ��� 0 .��� ��

/)$ ��� 0 .���

/)$ ��� 0 .���

S3 ��� 0 .��� �� 

S3 ��� 0 .��� ��

S3 ��� 0 .���

S3 ��� 0 .���

/)$ ��� 0 .��� �� 

/)$ ��� 0 .���

6.18.040

6.18.042

6.18.060

6.18.080

6.28.040

6.28.042

6.28.060

6.28.080

6.16.040

6.16.080

82.5

83.8

88.9

114.3

82.5

83.8

88.9

114.3

82.5

114.3

44

44

44

44

44

44

44

44

44

44

500

500

457

457

500

500

457

457

500

457

2100

2100

2100

2100

2100

2100

2100

2100

2100

2100

4

4

4

4

4

4

4

4

4.8

4.8

44

44

44

44

44

44

44

44

44

44

1.03

1.06

1.10

1.16

1.03

1.06

1.10

1.16

1.08

1.24

thermoplastic sideflexing chains
21 0$*1(7,& 75$&.S - ��� 0 � ��� 0 S(5,(S

LFA 880 M - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special stainless steel, ��� series, work hardened, magnetic, highl\ wear resistant�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/mREDUCED  

3/$7( *$3 ��

SP 880 M - SUPER PERFORMANCE ACETAL RESIN
� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special stainless steel, ��� series, work hardened, magnetic, highl\ wear resistant�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/mREDUCED  

3/$7( *$3 ��

LFA 879 M - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special stainless steel, ��� series, work hardened, magnetic, highl\ wear resistant�

TOP PLATE 
7+,&.1(SS �,�mm

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

L 
�mm�

S  
�mm�

Weight
kg/mREDUCED  

3/$7( *$3 ��

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.228
p.232

p.228
p.232

p.228
p.232

p.182
p.212

p.182
p.212

p.182
p.212

p.106

p.106

p.106

Job Name: 16_0383_magris catalogo 2016
PDF Page: 1a64.p58.pdf

Process Plan: Pdf_Bassae530c4bc43b1c9488dfbe92af2dc4969
Date: 16-05-16
Time: 14:19:29

Operator: ____________________________

PageMark-BW-Comp

❏ OK to proceed
❏ Make corrections and proceed
❏ Make corrections and show another proof

Signed: ___________________  Date: ______



59

/)$ ��� 7$% .���

/)$ ��� 7$% .���

/)$ ��� 7$% .����

/)$ ��� 7$% .����

S3 ��� 7$% .���

S3 ��� 7$% .���

S3 ��� 7$% .����

S3 ��� 7$% .����

33% ��� 7$% .��� 

33% ��� 7$% .����

33% ��� 7$% .����

6.15.081

6.15.111

6.15.121

6.15.131

6.25.081

6.25.111

6.25.121

6.25.131

6.45.111

6.45.121

6.45.131

114.3

190.5

254.0

304.8

114.3

190.5

254.0

304.8

190.5

254.0

304.8

1.98

2.43

2.87

3.41

1.98

2.43

2.87

3.41

2.43

2.87

3.41

60

60

60

60

60

60

60

60

60

60

60

58

58

58

58

58

58

58

58

58

58

58

610

610

610

610

610

610

610

610

610

610

650

3830

3830

3830

3830

3830

3830

3830

3830

3830

3830

3830

thermoplastic sideflexing chains
882 TAB SERIES

LFA 882 TAB - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Width L
�mm�

GC st.
�mm�

GC sid.
�mm�

Radius R
�mm�

Working Load  
Max N ����&�

Weight
kg/m

SP 882 TAB - SUPER PERFORMANCE ACETAL RESIN
� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

Width L
�mm�

GC st.
�mm�

GC sid.
�mm�

Radius R
�mm�

Working Load  
Max N ����&�

Weight
kg/m

PPB 882 TAB - CHEMICAL RESIST. REINFORCED POLYPROPYLENE
� 3lates in chemical resistant reinforced pol\prop\lene, white-coloured�
� 3ins in chrome-nickel austenitic stainless steel ���� &hrome ² �� 1ickel�, work hardened for high resistance�

Width L
�mm�

GC st.
�mm�

GC sid.
�mm�

Radius R
�mm�

Working Load  
Max N ����&�

Weight
kg/m

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�
 Si]e produced onl\ upon reTuest� 'eliver\ conditions and terms to be agreed� 7hese chains can be supplied either with pins in austenitic stainless steel,  
  ��� series, work hardened, highl\ wear resistant, or with pins in reinforced pol\prop\lene� �)25 33% ��� 7$%�
- PPB chains dimensions are larger than those indicated in the drawing. To know dimensions refer to our Technical Department.

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.228
p.232

p.188
p.212

p.222

p.228
p.232

p.228
p.232

p.188
p.212

p.188
p.212

p.222

p.222
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S

S

/)$ ��� .���

/)$ ��� .���

/)$ ��� .����

/)$ ��� .����

6.15.080

6.15.110

6.15.120

6.15.130

114.3

190.5

254.0

304.8

61,9

61,9

61,9

61,9

610

610

610

610

3830

3830

3830

3830

4.8

4.8

4.8

4.8

58

58

58

58

1.94

2.38

2.83

2.75

thermoplastic sideflexing chains
882 BEVEL SERIES

LFA 882 - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special chrome-nickel stainless steel, work hardened for high resistance�

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�
- 7hese chains can be supplied either with pins in austenitic stainless steel, work hardened, highl\ wear resistant, or with pins in thermoplastic resin�

Work. Load  
Max N ����&�

GC sid.  
�mm�

GC st.  
�mm�

R  
�mm�

Width L 
�mm�

S  
�mm�

Weight
kg/m

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.229
p.232

p.188
p.212

p.223
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/)$ ��� 0 .���

/)$ ��� 0 .����

/)$ ��� 0 .����

S3 ��� 0 .���

S3 ��� 0 .����

S3 ��� 0 .����

6.18.175

6.18.185

6.18.195

6.28.175

6.28.185

6.28.195

190.5

254.0

304.8

190.5

254.0

304.8

2.16

2.45

2.70

2.16

2.45

2.70

60

60

60

60

60

60

610

610

610

610

610

610

3830

3830

3830

3830

3830

3830

L

14,2

GC
  

4,8

56
,6

Rd min. = 50

9,5

8,0

38,1

19
,0

R

L
14,2

GC
  

4,8

56
,6

Rd min. = 50

9,5

8,0

38,1

19
,0

R

thermoplastic sideflexing chains
21 0$*1(7,& 75$&.S - ��� 0 S(5,(S

LFA 882 M - LOW FRICTION ACETAL RESIN
� 3lates in self-lubricating low friction acetal resin, light brown-coloured�
� 3ins in special stainless steel, ��� series, work hardened, magnetic, highl\ wear resistant�

Width L
�mm�

GC
�mm�

Radius R
�mm�

Working Load  
Max N ����&�

Weight
kg/m

Width L
�mm�

GC
�mm�

Radius R
�mm�

Working Load  
Max N ����&�

Weight
kg/m

SP 882 M - SUPER PERFORMANCE ACETAL RESIN
� 3lates in self-lubricating ver\ low friction acetal resin, dark gre\-coloured�
� 3ins in special stainless steel, ��� series, work hardened, magnetic, highl\ wear resistant�

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�

- Standard shipping lengths   �� pitches   �� feet   �,��� metres�

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.230
p.232

p.230
p.232

p.188
p.212

p.188
p.212

p.107

p.107
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