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SS ��� .���

SS ��� .���

SS ��� .���

SS ��� 7 .���
SS ��� 7 .���

SS ��� 7 .���

82.5

114.3

190.5

82.5
114.3

190.5

31/4

41/2

71/2

31/4

41/2

71/2

457

500

500

457
500

500

2.80

3.40

4.80

3.10
3.60

5.05

5400

5400

5400

5400
5400

5400

0.18

0.25

0.40

0.18
0.25

0.40

20

20

20

20
20

20

8.23.040

8.23.080

8.23.110

8.23.041
8.23.081

8.23.111

sideflexing hinged slat chains
SINGLE HINGE

FLEX RXMC - INOX
� )erritic, $,S, ��� stainless steel slats, work hardened, with shin\ surface having low roughness� 
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance� 
� $,S, ��� stainless steel pins, magnetic and work hardened for high resistance�

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

no

no

no

no
no

no

BEVEL 8°

TAB

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

BEVEL 8°

BEVEL 8°

TAB

TAB

p.218
p.220

p.161
p.211

p.228
p.229
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SS$$ ��� 7 .���

SS$$ ��� 7 .���

SS$$ ��� 7 .���

SS$$ ��� 7 .���

82.5

114.3

152.4

190.5

31/4

41/2

6

71/2

457

500

500

500

-

-

-

-

0.18

0.25

0.40

0.40

no

no

no

no

4500

4500

4500

4500

3.10

3.80

4.45

5.50

8.33.041

8.33.081

8.33.101

8.33.111

SS+ ��� .���

SS+ ��� .���

SS+ ��� .���

SS+ ��� .���

SS+ ��� 7 .���

SS+ ��� 7 .���

SS+ ��� 7 .���

SS+ ��� 7 .���

S.8.23.040

S.8.23.080

S.8.23.100

S.8.23.110

S.8.23.041

S.8.23.081

S.8.23.101

S.8.23.111

82.5

114.3

152.4

190.5

82.5

114.3

152.4

190.5

31/4

41/2

6

71/2

31/4

41/2

6

71/2

457

500

500

500

457

500

500

500

2.80

3.40

4.10

4.80

2.95

3.60

4.25

5.05

6000

6000

6000

6000

6000

6000

6000

6000

0.18

0.25

0.40

0.40

0.18

0.25

0.40

0.40

30

30

30

30

30

30

30

30

SS$ ��� .���

SS$ ��� .���

SS$ ��� .���

SS$ ��� .���

SS$ ��� 7 .���

SS$ ��� 7 .���

SS$ ��� 7 .���

SS$ ��� 7 .���

8.13.040

8.13.080

8.13.100

8.13.110

8.13.041

8.13.081

8.13.101

8.13.111

82.5

114.3

152.4

190.5

82.5

114.3

152.4

190.5

31/4

41/2

6

71/2

31/4

41/2

6

71/2

457

500

500

500

457

500

500

500

2.90

3.60

4.30

5.30

3.10

3.80

4.45

5.50

5500

5500

5500

5500

5500

5500

5500

5500

0.18

0.25

0.40

0.40

0.18

0.25

0.40

0.40

26

26

26

26

26

26

26

26

FLEX RXMS - HARD INOX
� Special, chrome-nickel, stainless steel slats, work hardened for high resistance, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $,S, ��� stainless steel pins, magnetic and work hardened for high resistance�

HB  PINS
UPON REQUEST

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

Standard shipping lengths� �� pitches   �� feet   �,��� metres� 
 Si]e produced onl\ upon reTuest - deliver\ conditions and terms to be agreed� 

no

no

no

no

no

no

no

no

FLEX RXM - INOX 18/8
� &hrome-nickel, austenitic $,S, ��� stainless steel slats ���� &hrome - �� 1ickel�, work hardened for +5 - shin\ with a roughness of Ra < 0.5 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $ustenitic stainless steel pins ���� &hrome - �� 1ickel�, work hardened for high resistance�

Standard shipping lengths� �� pitches   �� feet   �,��� metres� 
 Si]e produced onl\ upon reTuest - deliver\ conditions and terms to be agreed� 

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

no

no

no

no

no

no

no

no

FLEX RXM - INOX 316
� &hrome-nickel, austenitic $,S, ���/ stainless steel slats ���� &hrome - ��� 1ickel - �� 0ol\bdenum��
� &hrome-nickel, austenitic $,S, ���/ stainless steel guide shoes�
� $ustenitic $,S, ��� stainless steel pins�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Standard shipping lengths� �� pitches   �� feet   �,��� metres� 
 Si]e produced onl\ upon reTuest - deliver\ conditions and terms to be agreed� 

BEVEL 8°

TAB

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

BEVEL 8°

TAB

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.218
p.220

p.218
p.220

p.161
p.211

p.161
p.211

p.228
p.229

p.228
p.229

p.218
p.220

p.161
p.211

p.228
p.229
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S ��� .���

S ��� .���

S ��� .���

S ��� .���

S ��� 7 .���

S ��� 7 .���

S ��� 7 .���

S ��� 7 .���

S ��� 7 .���

8.93.040

8.93.080

8.93.100

8.93.110

8.93.021

8.93.041

8.93.081

8.93.101

8.93.111

82.5

114.3

152.4

190.5

63.5

82.5

114.3

152.4

190.5

31/4

41/2

6

71/2

21/2

31/4

41/2

6

71/2

457

500

500

500

457

457

500

500

500

2.90

3.60

4.30

5.30

2.65

3.10

3.80

4.45

5.50

12000

12000

12000

12000

12000

12000

12000

12000

12000

0.40

0.60

0.60

0.90

0.40

0.40

0.60

0.60

0.90

43

43

43

43

43

43

43

43

43

FLEX RXMA - CARBON STEEL
� +eat-treated carbon steel slats, with a surface and core hardness of �� +5&�     
� &ase-hardened carbon steel pins�
127(� 8pon reTuest, the ´)lex 5;0$ 7abµ chain with a slat width of ���� mm �� ���µ� can be produced in case-hardened  
carbon steel having a surface hardness of �� +5& and a core hardness of �� +5& �code� &�����������

Standard shipping lengths� �� pitches   �� feet   �,��� metres� 
 Si]e produced onl\ upon reTuest - deliver\ conditions and terms to be agreed� 

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

no

no

no

no

no

no

no

no

no

sideflexing hinged slat chains
SINGLE HINGE

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

BEVEL 8°

TAB

TRAVEL
BEVEL 8°

BEVEL 8°

TAB

TAB

p.218
p.220

p.161
p.211

p.228
p.229
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SS ���� .���

SS ���� .���

SS ���� .���

SS ���� .���

SS ���� 7 .���

SS ���� 7 .���

SS ���� 7 .���

SS ���� 7 .���

82.5

83.8

114.3

190.5

82.5

83.8

114.3

190.5

31/4

319/64

41/2

71/2

31/4

319/64

41/2

71/2

500

500

610

610

500

500

610

610

3.10

3.15

3.80

5.50

3.10

3.15

3.80

5.50

5400

5400

5400

5400

5400

5400

5400

5400

0.18

0.25

0.40

0.40

0.18

0.25

0.40

0.40

20

20

20

20

20

20

20

20

8.26.040

8.26.044

8.26.080

8.26.110

8.26.041

8.26.042

8.26.081

8.26.111

sideflexing hinged slat chains
SINGLE HINGE - REDUCED PLATE GAP - 8811 SERIES

FLEX FMC - INOX
� )erritic, $,S, ��� stainless steel slats, work hardened, with shin\ surface having low roughness�
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $,S, ��� stainless steel pins, magnetic and work hardened for high resistance�

HB PINS
UPON REQUEST

0in� sideflexing
radius �mm�

Flatness
�max� mm

Hardness
�+5&�

Slat width
�mm� ´�

Polished
hinges

Working  
/oad 1 �max�

Weight
kg/m

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

no

no

no

no

no

no

no

no

BEVEL 8°

TAB

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL
BEVEL 8°

BEVEL 8°

TAB

TAB

p.218
p.220

p.161
p.211

p.228
p.229
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SS$ ���� .���

SS$ ���� .���

SS$ ���� 7 .���

SS$ ���� 7 .���

SS+ ���� 7 .���

SS+ ���� 7 .���

SS+ ���� 7 .���

SS+ ���� 7 .���

SS+ ���� 7 .���

SS+ ���� .���

SS+ ���� .���

SS+ ���� .���

SS+ ���� .���

SS+ ���� .���

82.5

88.9

82.5

88.9

82.5

83.8

88.9

114.3

190.5

82.5

83.8

88.9

114.3

190.5

31/4

31/2

31/4

31/2

31/4

319/64

31/2

41/2

71/2

31/4

319/64

31/2

41/2

71/2

500

500

500

500

500

500

500

610

610

500

500

500

610

610

2.90

3.10

3.10

3.30

3.10

3.15

3.30

3.80

5.50

2.90

2.80

3.10

3.60

5.30

5500

5500

5500

5500

6000

6000

6000

6000

6000

6000

6000

6000

6000

6000

0.18

0.25

0.18

0.25

0.18

0.25

0.25

0.40

0.40

0.18

0.25

0.25

0.40

0.40

25

25

25

25

30

30

30

30

30

30

30

30

30

30

8.16.040

8.16.060

8.16.041

8.16.061

S.8.26.041

S.8.26.042

S.8.26.061

S.8.26.081

S.8.26.111

S.8.26.040

S.8.26.044

S.8.26.060

S.8.26.080

S.8.26.110

SS; ���� 7 .���

SS; ���� 7 .���

SS; ���� 7 .���

82.5

83.8

88.9

31/4

319/64

31/2

500

500

500

30

30

30

0.18

0.18

0.18

6000

6000

6000

3.10

3.15

3.30

D.8.26.041

D.8.26.042

D.8.26.061

HB OR XHB PINS
UPON REQUESTFLEX FMS - HARD INOX

� Special, chrome-nickel, stainless steel slats, work hardened for +5, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $,S, ��� stainless steel pins, magnetic and work hardened for high resistance�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

no

no

no

no

no

no

no

no

no

no

FLEX FMD - HQ INOX
� Special, new stainless steel, chrome-nickel �:�������� slats, work hardened for +5, with low surface roughness, Ra ≤ 0.2 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome -  �� 1ickel�, work hardened for high resistance�
� Special martensitic stainless steel pins HB series, magnetic and heat-treated for high resistance.

XHB PINS
UPON REQUEST

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

FLEX FM - INOX 18/8
� &hrome-nickel, austenitic $,S, ��� stainless steel slats ���� &hrome - �� 1ickel�, work hardened for +5 - shin\ - with a roughness of Ra < 0.5 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $ustenitic stainless steel pins ���� &hrome - �� 1ickel�, work hardened for high resistance�

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

no

no

no

no

no

no

no

BEVEL 8°

TAB

BEVEL 8°

TAB

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.218

p.218
p.220

p.218
p.220

p.161
p.211

p.161
p.211

p.161
p.211

p.228

p.228
p.229

p.228
p.229
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SS+ ���� 5 7 .���

SS$ ���� 5 7 .���

82.5

82.5

31/4

31/4

190

190

30

25

0.18

0.18

4900

4400

3.00

3.00

S.8.29.041

8.19.041

S ���� 5 7 .��� 82.5 31/4 190 43 0.18 9700 3.008.99.041

sideflexing hinged slat chains
REDUCED SIDEFLEXING RADIUS - R190

)/(; )0S� - 5   ���mm +$5' ,12;
� Special, chrome-nickel, stainless steel slats, work hardened for high resistance, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $,S, ��� stainless steel pins, magnetic and work hardened for high resistance�

HB PINS
UPON REQUEST

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

no

)/(; )0� - 5   ���mm ,12; ����
� &hrome-nickel, austenitic $,S, ��� stainless steel slats ���� &hrome - �� 1ickel�, work hardened for high resistance - shin\ - with a roughness of Ra < 0.5 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� $ustenitic stainless steel pins ���� &hrome - �� 1ickel�, work hardened for high resistance�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

no

)/(; )0$� - 5   ���mm &$5%21 S7((/
� +eat-treated carbon steel slats, with a surface and core hardness of �� +5&�
� &ase-hardened carbon steel pins�
127(� 8pon reTuest, the ´)lex )0$�µ chain can be produced in case-hardened carbon steel having a surface hardness of �� +5&  
and a core hardness of �� +5& �code� &��������� )0$�-&�

Weight
kg/m

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Hardness
�+5&�

no

Standard shipping lengths� �� pitches   �� feet   �,��� metres�
Not to be used with a lateral curving disc.

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.218

p.218

p.161
p.211

p.161
p.211

p.228

p.228

p.218p.161
p.211

p.228
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SS ���� 0 .���

SS ���� 0 .���

 SS ���� 0 .���

SS ���� 0 .���

SS ���� 0 .���

SS+ ���� 0 .���

SS+ ���� 0 .���

SS+ ���� 0 .���

SS+ ���� 0 .���

SS+ ���� 0 .���

SS; ���� 0 .���

SS; ���� 0 .���

SS; ���� 0 .���

SS; ���� 0 .���

82.5

83.8

88.9

114.3

190.5

82.5

83.8

88.9

114.3

190.5

82.5

83.8

88.9

190.5

31/4

319/64

31/2

41/2

71/2

31/4

319/64

31/2

41/2

71/2

31/4

319/64

31/2

71/2

500

500

500

500

500

500

500

500

500

500

500

500

500

500

2.50

2.65

2.80

3.20

4.90

2.50

2.65

2.80

3.20

4.90

2.50

2.65

2.80

4.90

5400

5400

5400

5400

5400

6000

6000

6000

6000

6000

6000

6000

6000

6000

0.18

0.25

0.25

0.40

0.40

0.18

0.25

0.25

0.40

0.40

0.08

0.08

0.40

0.40

20

20

20

20

20

30

30

30

30

30

30

30

30

30

7.08.040

7.08.042

7.08.060

7.08.080

7.08.110

S.7.08.040

S.7.08.042

S.7.08.060

S.7.08.080

S.7.08.110

D.7.08.040

D.7.08.042

D.7.08.060

D.7.08.110

sideflexing hinged slat chains  
REDUCED PLATE GAP FOR MAGNETIC SYSTEMS

NEW FLEX MAG - INOX
� )erritic, $,S, ��� stainless steel slats, work hardened, with shin\ surface having low roughness� 
� Special, stainless steel pins, ��� series-magnetic-work hardened for high resistance�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

NEW FLEX MAG - HARD INOX
� Special, chrome-nickel, stainless steel slats, work hardened for high resistance, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� Special, stainless steel pins, ��� series - magnetic - work hardened for high resistance�

HB PINS
UPON REQUEST

\es

\es

\es

\es

\es

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

Weight
kg/m

NEW FLEX MAG D - HQ INOX
� Special, new stainless steel, chrome-nickel �:�������� slats - magnetic - work hardened for +5, with shin\ surface having a roughness of Ra ≤ 0.2 micron.
� Special, martensitic stainless steel pins HB series, magnetic and heat-treated for high resistance.

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Hardness
�+5&�

Standard shipping lengths� �� pitches   �� feet   �,��� metres�  Si]e produced onl\ upon reTuest - deliver\ conditions and terms to be agreed�

\es

\es

\es

\es

\es

\es

\es

\es

\es

XHB PINS
UPON REQUEST

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

p.106p.161
p.211

p.230
p.232

p.106p.161
p.211

p.230
p.232

p.106p.161
p.211

p.230
p.232
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SS+ ���� 0 .���

SS; ���� 0 .���

190.5

190.5

71/2

71/2

750

750

30

30

0.60

0.60

7000

7000

5.03

5.03

S.7.08.175

D.7.08.175

12
,7

SS+ ���� 7 .��� 190.5 71/2 750 30 0.60 7000 5.58S.7.08.175TAB
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sideflexing chains  
FOR MAGNETIC SYSTEMS - REINFORCED HINGE

HB PINS
UPON REQUESTNEW FLEX MAG - HARD INOX

� Special, chrome-nickel, stainless steel slats, work hardened for high resistance, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� Special, stainless steel pins, ��� series - magnetic - work hardened for high resistance�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Weight
kg/m

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

XHB PINS
UPON REQUESTNEW FLEX MAG D - HQ INOX

� Special, new stainless steel, chrome-nickel �:�������� slats - magnetic - work hardened for +5, with shin\ surface having a roughness of Ra ≤ 0.2 micron.
� Special, martensitic stainless steel pins HB series, magnetic and heat-treated for high resistance.

\es

\es

Weight
kg/m

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Hardness
�+5&�

NEW FLEX MAG TAB - HARD INOX
� Special, chrome-nickel, stainless steel slats, work hardened for high resistance, with shin\ surface having a roughness of Ra ≤ 0.3 micron.
� &hrome-nickel, austenitic stainless steel guide shoes ���� &hrome - �� 1ickel�, work hardened for high resistance�
� Special, stainless steel pins, ��� series - magnetic - work hardened for high resistance�

HB PINS
UPON REQUEST

Standard shipping lengths� �� pitches   �� feet   �,��� metres�

Weight
kg/m

Slat width
�mm� ´�

0in� sideflexing
radius �mm�

Flatness
�max� mm

Polished
hinges

Working  
/oad 1 �max�

Hardness
�+5&�

no

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

TRAVEL

TRAVEL

PRODUCT CODE INTERNAL CODE CHARACTERISTICS

p.107p.157 p.230
p.232

p.107

upon
request

p.157

p.157

p.230
p.232

p.232
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